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Bringing Thermal Remediation and the 
application of heat treatment to many 

industries

• Food Processing
• Rice Mills
• Flour Mills
• Pet Food
• Furniture
• Sterilizing

• Wood Packaging
• Custom Cabinetry
• Pest Control Industry
• Tobacco 
• Pharmaceutical
• Insulation Curing

• Corn Mills
• Cereal Processing
• Pork Industry
• Chocolate Factories
• Chemical
• Gas Off



Monitoring and Logging











Past Performance
Lab o r D a y  We e ke nd  2 0 0 2  He a t  Tre a t me nt  ( Wo o d la nd  -  P art  2 )
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T x:  10 7 / T emp.

T x:  13 2 / T emp.

T x:  13 0 / T emp.

T x:  10 9 / T emp.

T x:  111/ T emp.

T x:  12 9 / T emp.

T x:  12 4 / T emp.

T x:  118 / T emp.

T x:  13 5 / T emp.

T x:  119 / T emp.

T x:  117 / T emp.

T x:  112 / T emp.

T x:  13 9 / T emp.

T x:  12 8 / T emp.

T x:  14 1/ T emp.

T x:  13 7 / T emp.

T x:  12 0 / T emp.

T x:  13 4 / T emp.

T x:  14 0 / T emp.

T x:  15 0 / T emp.

T x:  10 6 / T emp.

T x:  12 7 / T emp.

T x:  115 / T emp.

T x:  12 5 / T emp.

T x:  114 / T emp.

T x:  14 3 / T emp.

T x:  10 5 / T emp.

T x:  12 6 / T emp.

T x:  14 5 / T emp.



Natural Gas / PropaneNatural Gas / Propane

Direct Fired
The most efficient and controllable 

heat treatment  process

• From 300,000 to 4.5 Million 
Btu/Hr and 2,000 to 30,000 CFM

• Small to large physical size
• Contained flame

– “Makeup-air” style
– Redundant safety features



Facility Applications



High Speed Packaging
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Bins and Silo Treatment











Heat Treatment 
for Wood Pallets and Packaging











Sterilizing





The Process

•Trailer bulk clean out

•Trailer wash out ( soap and sanitizer or none)

•High pressure air blow out

•Into heat bay for 35 to 45 minutes 

•Trailer parked in clean area











Control Panel
•Door Controls
•10” Touch Screen
•Trailer Numbers
•Heater Controls
•Auto Printer
•Sensor Calibration
•Modem 







Barn Drying

• Custom systems that can 
dry in a fraction of the 
current times

• Purchase or Rental of 
equipment

• Temp-Air designs system 
for sterilizing at the same 
time drying is being 
performed



Empty Trailer Pest 
Eradication





Questions?


